
Model: 315CC
Fuel Capacity: 300 gal

Speed in Miles per Hour

RPM

2x425HP
Mercury

MPH

2x400HP
Mercury

MPH

2x350HP
Yamaha

MPH

2x300HP
Yamaha

MPH

600 4.7 3.6 3.8 3.5
1000 6.2 4.5 6.0 5.0
1500 8.5 8.0 7.7 6.9
2000 10.1 9.7 9.4 8.1
2500 11.1 10.7 10.5 10.0
3000 14.0 16.6 14.0 15.5
3500 20.8 27.3 24.2 25.8
4000 32.9 33.4 32.1 31.5
4500 38.8 38.6 37.0 37.1
5000 43.8 43.6 42.4 41.3
5500 48.6 48.0 48.5 46.1
6000 53.8 52.4 52.1 48.6
6400 58.0 56.3

Acceleration

2x425HP
Mercury
Seconds

2x400HP
Mercury
Seconds

2x350HP
Yamaha
Seconds

2x300HP
Yamaha
Seconds

0-30MPH 8.4 8.9 10.2 11.5

Fuel Consumption

RPM

2x425HP
Mercury

GPH

2x425HP
Mercury
MILES/GAL

2x400HP
Mercury

GPH

2x400HP
Mercury
MILES/GAL

2x350HP
Yamaha

GPH

2x350HP
Yamaha
MILES/GAL

2x300HP
Yamaha

GPH

2x300HP
Yamaha
MILES/GAL

600 2.1 2.2 1.9 1.9 1.4 2.7 1.4 2.5
1000 3.45 1.8 4.3 1.0 2.6 2.3 2.7 1.8
1500 5.75 1.5 5.3 1.5 4.1 1.9 4.6 1.5
2000 9.65 1.0 8.8 1.1 6.5 1.4 8.1 1.0
2500 11.7 0.9 11.3 0.9 11.2 0.9 11.8 0.8
3000 15.35 0.9 15.2 1.1 15.2 0.9 14.7 1.1
3500 18.8 1.1 20.4 1.3 18.0 1.3 18.4 1.4
4000 24.3 1.4 24.4 1.4 24.3 1.3 23 1.4
4500 30.75 1.3 30.2 1.3 28.1 1.3 30.5 1.2
5000 39.45 1.1 40.2 1.1 35.8 1.2 38.9 1.1
5500 53.3 0.9 50.9 0.9 53.7 0.9 52.1 0.9
6000 60.7 0.9 57.1 0.9 62.9 0.8 53.3 0.9
6400 71.95 0.8 65.9 0.9

Range in Statute Miles

RPM

2x425HP
Mercury

Miles

2x400HP
Mercury

Miles

2x350HP
Yamaha

Miles

2x300HP
Yamaha

Miles

600 631 540 774 715
1000 508 298 658 525
1500 419 430 535 430
2000 297 314 412 286
2500 269 270 267 242
3000 260 311 263 301
3500 315 381 383 400
4000 386 390 376 391
4500 359 364 375 347
5000 316 309 338 303
5500 260 269 257 252
6000 253 262 236 260
6400 230 243

Notes:  This information is a performance prediction based off of measured data. It is intended to be 
used for propulsion comparisons. Performance is predicted with 150 gallons of fuel, SK2 and 500 lbs of 
people & gear aboard. Range is calculated off of 95% fuel capacity and is shown in statute miles. 
Performance results can be affected by many factors including vessel loading, option content and 
weather conditions. The reported performance and fuel consumption are not guaranteed.  
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